Application Note )

AN-X-DCSNet: Using the AutoMax Tag Export - ‘
Utility

When you use the variable configurator in the AutoMax Programming Executive to
create variables, and then create a configuration, it creates the file _conf.cnf, which
contains the variable names and locations.

Y ou can use the AN-X-DCSNet utility AmxDcsTagExport.exe to extract variables from
the configuration file and export them to a comma-separated variable (CSV) file, which
can be edited with a spreadsheet such as Excel or with atext editor, and imported into an
OPC server.

This utility searches the configuration file for NETDEFs, extracts the variable name and
address, and converts the AutoM ax address into the PLC-5 address that the OPC server
can use to access the variable on the AN-X-DCSNet.

To use the utility:
1. Run AmxDcsTagExport.exe

B A Tagbport x
a0 csCrfFile !E:'\an:-:u:h:snet'\_EDNFS.ENF Browse
Tag Expaort File :iTagFile_cw Browse

Export I Cancel

Browse or type the configuration file name into the AmxDcsCnfFile box.

Browse or type the destination file name into the Tag Export File box.
Click Export.

Sample configuration file

100 | ODEF  DROPSTAT19§ SLOT=0, REG STER=4]
101 | ODEF  DROPSTAT29§ SLOT=0, REGl STER=5]
102 | ODEF  DROPSTAT39%§ SLOT=0, REGl STER=6]
103 | ODEF  DROPSTAT49% SLOT=0, REGl STER=7]
104 NETDEF BROAD32%§ SLOT=0, DROP=0, REG STER=32]
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Using the AutoMax Tag Export Utility

105 NETDEF BROAD33% SLOT=0, DROP=0, REG STER=33]

106 NETDEF BROAD349% SLOT=0, DROP=0, REG STER=34]

107 NETDEF BROAD35% SLOT=0, DROP=0, REG STER=35]

108 NETDEF BROAD36% SLOT=0, DROP=0, REG STER=36]

109 NETDEF BROAD37% SLOT=0, DROP=0, REG STER=37]

110 NETDEF BROAD38% SLOT=0, DROP=0, REG STER=38]

111 NETDEF BROAD39% SLOT=0, DROP=0, REG STER=39]

112 NETDEF DROP1REQD% SLOT=0, DROP=1, REG STER=0]

113 NETDEF DROP1REGLY% SLOT=0, DROP=1, REGA STER=1]

114 NETDEF DROP1REG653% SLOT=0, DROP=1, REA STER=63]

115 NETDEF DROP55REQ0% SLOT=0, DROP=55, REG STER=0]

116 NETDEF D55R1BO@ SLOT=0, DROP=55, REG STER-=1, Bl T=0]
117 NETDEF D55R1B15@ SLOT=0, DROP=55, REG STER=1, Bl T=15]
118 NETDEF D55R62B0@ SLOT=0, DROP=55, REG STER=62, Bl T=0]
119 NETDEF D55R62B15@ SLOT=0, DROP=55, REGA STER=62, Bl T=15]
120 NETDEF DROP55REG53% SLOT=0, DROP=55, REG STER=63]
32767 END

Imported Tag file
Hereisthefile generated by AmxDcsTagExport.exe.

TagNane, Addr ess, Dat aType, Sl ot
BROAD32, N100: 32, Wrd, O
BROAD33, N100: 33, Wrd, O
BROAD34, N100: 34, Word, O
BROAD35, N100: 35, Word, O
BROAD36, N100: 36, Wrd, O
BROAD37, N100: 37, Wrd, O
BROAD38, N100: 38, Wrd, 0
BROAD39, N100: 39, Word, O
DROP1REQXD, N101: 0, Wrd, O
DROP1REGL, N101: 1, Wrd, 0O
DROP1REGG3, N101: 63, Wrd, 0
DROP55REQD, N155: 0, Word, 0
D55R1B0, N155: 1/ 0, Bool ean, 0
D55R1B15, N155: 1/ 15, Bool ean, 0
D55R62B0, N155: 62/ 0, Bool ean, 0
D55R62B15, N155: 62/ 15, Bool ean, 0
DROP55REG63, N155: 63, Wrd, 0

Page 2
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Each record consists of the variable name from the AutoMax Programming Executive,
the PLC-5 address, the type (Word or Boolean), and the slot number of the 57C404 in
which the variable is defined.

Only those lines that contain the keyword NETDEF in the configuration file were use to
create tags.

Refer to the documentation for your OPC server for information on the format of the
CSV fileit can import.
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